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Airesun Chainsaw Bar Oil 
Biodegradable Speciality Chainsaw Bar Oil 
Description: Instructions for use: 

Airesun Chainsaw Bar Oil is a completely 
environmentally friendly lubricant developed 
specifically for use on the cutting chain of 
chainsaws as it revolves around the bar and cuts 
through wood in the forestry, logging, and pulp 
industries. Derived from agricultural seed oil, it 
offers superior environmental attributes and 
superior performance ratios. 
This product is listed by the NSF as acceptable for 
use as a soluble oil (H3). 

Apply Airesun Chainsaw Bar Oil to chain oil 
reservoir as required. 

Applications: 
Professional hardwood or softwood cutting chain oil. 

Airesun Chainsaw Bar Oil has the following characteristics: 

− Non-toxic and 100% biodegradable in the natural environment
− Harmless off-spray from operations, overfilling, or discharge
− No VOC’s or harmful vapours emitted during transportation, filling, or usage
− Higher flash rate and fire rating than petrochemicals
− Non-irritating to exposed skin

Physical Properties: 

Colour yellowish, dark. . 
Viscosity Class 90 ISO VG 
Viscosity at -/ +40°C 88 mm²/s ASTM D 445 
Flash-point 300 °C ASTM D 92 
Drop-point -18 °C ASTM D 97 

http://info.nsf.org/USDA/Listings.asp?Company=C0429544
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